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MODE BUTTON MENU

Audio Menu
If your spa is equipped with a stereo option, press once to enter Auxilery 
audio mode indicated by an AUX in the display window.
Use the buttons marked                       to play, pause, or skip tracks when 
a device is connected to the bluetooth stereo. (See pg. 14)

Options Menu
To open the options menu, hold the Mode button for three seconds.  
Once in the menu, use the Up and Down buttons to adjust each option.  
Push the Mode button to move to the next option.  If you don’t push 
anything for ten seconds, the menu will quit and save your changes 
automatically.

Filter Cycle Length: Choose from 60, 90, 120, 150 or 180 minutes.

Filter Cycles Per Day: Choose from one, two, three or four cycles. 

Temperature Units: Choose from fahrenheit (°F) or celsius (°C). 

NOTE: A built-in timer will automatically shut the pump off after 30 
minutes (60 minutes on some models), unless it is turned off manually. 
A new 30-minute cycle begins for each pump when its JETS button is 
pushed. Use this function to cause the spa to filter immediately after 
use— just push the Jets button once when you get out.

ADDITIONAL SPA FEATURES

JET ZONE SELECTOR (Large knob)
Rotate the jet zone selector knob(s) to move the flow of water from one 
group of jets to another.

WATER FEATURE FLOW CONTROL (Small knob)
Rotate this control knob to adjust the pressure of water flow coming 
from the Liquid-FX fountain.

JET THERAPY PILLOW
D1’s patented Jet Therapy Pillow has five adjustable height positions. 
Gently pull the bottom of the pillow forward and slide it up or down the 
guide rails. Adjust the water flow from the jets by rotating each nozzle.

BLUETOOTH STEREO
The optional stereo system operates using Bluetooth technology and 
features an amplifier, subwoofer and two speakers.  

Turn on the Bluetooth functionality on your personal device.  Once it 
searches for nearby connections, select the “Gecko in.stream” option. 
If prompted, enter 5555 as the password to pair your device.  The 
Gecko in.stream can pair up to 8 devices but it will connect to first 
connected device in range of the hot tub.  After you have paired your 
device, you may connect and disconnect from the in.stream Audio 
System at any time using your device. 
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CARE AND MAINTENANCE

WATER CARE

To keep your water clean and clear, follow these water care guidelines:
Once a week, check water chemistry with a test strip. Add chlorinating 
granules, pH up, pH down and other chemicals as required.

Step 1 – Check Alkalinity. It should be between 80 and 120 ppm. 
Adjust as required with Alkalinity Up pH/Alkalinity Down.

Step 2 – Check pH. It should be between 7.2 and 7.8. Adjust as 
required with pH Up or with pH/Alkalinity Down.

Step 3 – Check Chlorine Level. 3-5 ppm recommended. Adjust with 
DiChlor.

TIP: After each use add ½ ounce of DiChlor per user. This will make 
weekly maintenance easier.

• Once a month, rinse your filters using your garden hose.

• Every two months, soak your filters in filter cleaning solution.  Be sure 
to rinse your filter thoroughly before putting it back in your spa.
Every six months, drain and refill your spa.

• Once a year, replace your filter.

• Once every 18 months, replace your ozone generator bulb (if 
applicable). Contact your Authorized D1 Dealer for replacemant parts 
and/or to service your ozone system.

SURFACE CARE

IMPORTANT: Do not use alcohol, ammonia, bleach or any citrus-
based cleaners on any of your spa surfaces.

IMPORTANT: Protect the spa surface from the sun and the cold: Keep 
the hot tub covered when empty of water. Sunlight and extreme cold 
can damage the surface and cause it to peel or blister.

Spa Interior: Use spa cleaner and a soft rag to clean the inside of 
your hot tub. 

Control Panel: Use baking soda and water to clean the control panel. 

Cabinets: For Terracina and/or Envirotect Cabinets: Clean with soap 
and water to maintain finish.

Vinyl Covers: To maintain a “nearly original” appearance on your 
vinyl cover, it is recommended that a protectant with a high SPF (sun 
protection factor) is applied at least once a month if exposed to direct 
sunlight. You will also want to clean and condition your cover monthly 
(or as needed based on exposure.) For more information, consult your 
dealer.
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DRAINING
Disconnect the power to your hot tub before draining it. Find the hose 
bib - see fill and start section for more information on the hose bib - 
and attach one end of your garden hose. Place the other end in an area 
safe for water runoff. Turn the switch to the left to release the water. 
Once the hot tub is drained, turn the switch back to the right to close 
the valve. 

IMPORTANT: Keep the hot tub covered when empty of water. Sunlight 
and extreme cold can damage the surface and cause it to peel or blister.

COLD WEATHER
All D1 spas are designed for year-round use. Your hot tub has an 
automatic freeze protection mode to circulate water during freezing 
weather, assuming the system has electrical power and the proper 
water level. However, if freezing weather prohibits normal use, an 
authorized service provider should winterize your hot tub. Draining 
the hot tub will not prevent freeze damage, as small amounts of water 
in the plumbing can expand and damage the system. Winterizing the 
hot tub is specifically not covered by the manufacturers’ warranty, so 
you should contact a professional to both winterize and restart your 
hot tub if necessary. 

TROUBLESHOOTING
For help troubleshooting common occurrences, contact your 
local dealer.  If you need further assistance, you can email our 
service department at: 

USA: service@d1spas.com

International: Service-Europe@d1spas.com

ERROR MESSAGES

Temperature over 112°F (44°C)
DO NOT ENTER THE WATER.  Your hot tub has overheated. 
Open the cover and allow the spa to cool below 110°F (43°F). 
Once the water has cooled, reset your GFCI to restart your spa.

Flashing Control Panel Lights
DO NOT ENTER THE WATER. Check your spa level and clean 
your filter. Reset your GFCI if the control panel still flashes. 

Wrong Temperature
DO NOT ENTER THE WATER. The actual spa temperature is 
unknown. 



www.d1spas.com

©2014 Dimension One Spas. All rights reserved. All trademarks and/or registered trademarks are
the property of their respective owners.

PN:01533-0038-YU 

© 2014 Dimension One Spas.  All trademarks and registered trademarks are the property of their respective owners.  
PN:01533-0039-YU


